ACCESSORIES AND OPTIONS

ALL COMPONENTS FOR ONE SYSTEM

HYDRO-EXPANSION CHUCK

Hydro-expansion chucks permit precise and fast
--[-=] | clamping of diamond rollers. This clamping system
reduces downtime and improves dress/part quality.

IMPROVED STIFFNESS

IEGI Plunge dressing with profile rollers creates high forces.
-»II«- DR. KAISER uses multiple bearing technology to achieve
'QD. the best quality results.

FINE BALANCING

O The best quality results can be achieved by fine balancing

of the entire dressing system. We can also install your
dressing roller onto your spindle at our factory for the
best run-out and balance possible.

AIR PURGE FOR SEALING AND COOLING

- Our dressing spindles are protected and sealed against
the penetration of coolants and contaminants by the use
|

of special ring seals and precisely controlled purging air

pressure/flow. The uniform flow of air keeps the spindle
at a constant temperature level and prevents changes in
diamond dresser position due to thermal expansion. A
fine filter water trap supplies the spindle with dry and
clean air, thus greatly prolonging the service life of the
bearings. Through optimal adjustment of the air flow,
use of short hose connections and correct sizing of hose
diameter, the spindles can be operated in an energy-
efficient and effective manner.

CLAMPING TYPE

High-precision spindle mounting brackets are available
for all of our dressing spindles.

WATER COOLING
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An optional water cooling system is available for
several of our dressing spindles. This additional cooling
system allows the spindle to run cooler and therefore
more precisely.

CABLE
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Cables of various lengths are available from our stock.
The cables can also be made up per your requirements
upon request. We can supply cables with straight or
angled connector plugs. The plug connectors always
comply with protection category IP 67.

DOCUMENTATION
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Each dressing spindle is supplied with a comprehensive
installation and operating manual. This manual is
available in many languages.

CE-CONFORMITY
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All spindles are subject to stringent quality testing and
comply with CE requirements.




